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EXISTING ROOF PLAN/ NOTES
RENOVATION ROOF PLAN/ NOTES/ DETAILS

501 S. APPLEYARD DR.
TALLAHASSEE, FLORIDA

DRAWING INDEX

COMMUNITY SERVICE BUILDING ROOF REPAIR
LEON COUNTY DEPARTMENT OF FACILITIES MANAGEMENT

TALLAHASSEE, FLORIDA

BUILDING AND FIRE CODES

THESE DRAWINGS AND SPECIFICATIONS ARE THE CONFIDENTIAL AND PROPRIETARY PROPERTY OF MLD
ARCHITECTS INC. AND SHALL NOT BE COPIED OR REPRODUCED WITHOUT WRITTEN AUTHORIZATION.
THE CONTRACT DOCUMENTS WERE PREPARED FOR THE USE ON THIS SPECIFIC SITE IN CONJUNCTION
WITH ITS ISSUE DATE AND ARE NOT SUITABLE FOR USE ON A DIFFERENT SITE OR AT A LATER TIME.
USE OF THESE DRAWINGS FOR REFERENCE OR EXAMPLE ON ANOTHER PROJECT REQUIRES THE
SERVICES OF PROPERLY LICENSED ARCHITECTS AND ENGINEERS.  REPRODUCTION OF THE CONTRACT
DOCUMENTS FOR REUSE ON ANOTHER PROJECT IS NOT AUTHORIZED.

ELECTRONIC DISTRIBUTION OF THESE DOCUMENTS IS NOT AUTHORIZED, UNLESS SPECIFICALLY
APPROVED BY PROJECT ARCHITECT IN WRITING.

VICINITY MAP

ROOF AERIAL PHOTO

DISCLAIMER

SCOPE OF WORK
BRIEFLY AND WITHOUT FORCE AND EFFECT UPON THE CONTRACT DOCUMENTS, THE WORK OF THE
CONTRACT CAN BE SUMMARIZED AS FOLLOWS:

REROOFING WORK AT THE COMMUNITY SERVICE BUILDING INCLUDES CLEANING THE ROOF DECK TO
RECEIVE THE NEW ROOFING/ FLASHING SYSTEM, CONSTRUCTING PRESSURE TREATED PLYWOOD
CRICKETS IN THE VALLEYS BETWEEN EACH BARREL VAULT ROOF SECTION, NAILING A HEAVY BASE
SHEET OVER THE CRICKETS, AND INSTALLING A MODIFIED BITUMEN ROOFING/ FLASHING SYSTEM
OVER THE VALLEYS TO TIE INTO THE EXISTING MODIFIED BITUMEN ROOFING MEMBRANE OVER THE
BARREL AREAS WHICH APPEAR TO BE IN GOOD CONDITION THE NEW ROOFING SYSTEM MUST MEET
MINIMUM FM I-90 (FBC-120 MPH) WIND UPLIFT REQUIREMENTS AND IN COMPLIANCE WITH THE
CURRENT FLORIDA BUILDING CODE AND THE ROOFING MANUFACTURER’S  RECOMMENDATIONS.  THE
WORK ALSO INCLUDES INSTALLING NEW PREFABRICATED METAL SCUPPERS AT EACH VALLEY END AND
NEW COLLECTOR HEAD AND DOWNSPOUT TO DIVERT WATER FROM THE NORTHEAST ENTRANCE.

ADDITIVE ALTERNATE #1: APPLY ROOFING MANUFACTURER'S HIGH SRI COOL ROOF COATING SYSTEM
OVER ENTIRE BARREL VAULT ROOFING SYSTEM.

FLORIDA BUILDING CODE, (FBC-B) 2010 EDITION
FLORIDA EXISTING BUILDING CODE, (FBC-EB) 2010 EDITION
FLORIDA PLUMBING CODE, (FBC-P) 2010 EDITION
ASCE STANDARD 7 (ANCE-45.81) (STRUCTURAL WIND LOAD CRITERIA)

FLORIDA PRODUCT APPROVAL

 AS REQUIRED BY FLORIDA STATUTE 553.842 AND FLORIDA ADMINISTRATIVE CODE 9B-72,
PROVIDE INFORMATION AND PRODUCT APPROVAL NUMBER(S) ON THE BUILDING COMPONENTS
UTILIZED ON THE CONSTRUCTION PROJECT REQUIRING PERMITTING AFTER APRIL 1, 2004.
REFER TO WWW.FLORIDABUILDING.ORG FOR MORE INFORMATION.

NOTE: NEW ROOFING SHALL COMPLY WITH FBC-B CHAPTER 15, SECTION 1503 AND FBC-P,
          CHAPTER 11.
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DOWNSPOUTS

SECTION/DETAIL MARKER
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SHEET NUMBER
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COLLECTOR HEAD AND
DOWNSPOUT

NOT IN CONTRACT

SIMILAR

TYPICAL
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SCALE: 1/8"   =    1'-0"

1 EXISTING ROOF PLAN
A100 0 4' 8' 16'

1.  THE EXISTING OVERALL ROOF PLANS ARE FOR INFORMATIONAL PURPOSES ONLY.
CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS AND ALL CONDITIONS.  IF THE BIDDER/
CONTRACTOR IS UNABLE TO INTERPRET THE CONTACT DOCUMENTS, HE/ SHE IS
RESPONSIBLE FOR REQUESTING CLARIFICATION IN WRITING FROM THE ARCHITECT.  IF THE
CONTRACTOR PROCEEDS WITH ANY WORK BEFORE OBTAINING CLARIFICATION, HE/ SHE
SHAL BE HELD RESPONSIBLE FOR ALL DEFICIENCIES ASSOCIATED THEREWITH.

2.  BEFORE SUBMITTING PROPOSAL FOR THE WORK, EACH BIDDER WILL BE HELD TO HAVE
EXAMINED THE PREMISES AND SATISFIED HIMSELF AS TO THE EXISTING CONDITIONS UNDER
WHICH HE WILL BE OBLIGED TO OPERATE AND COMPLETE THE WORK UNDER THIS
CONTRACT. NO ALLOWANCE WILL BE MADE SUBSEQUENTLY IN THIS CONNECTION ON
BEHALF OF THE CONTRACTOR FOR ANY ERROR OR NEGLIGENCE ON HIS/ HER PART.

3.  NORMAL OPERATIONS OF THE FACILITY SHALL CONTINUE DURING DEMOLITION AND
CONSTRUCTION.  IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO COORDINATE THE
WORK WITH ALL SUBCONTRACTORS AND SEQUENCE DEMOLITION AND CONSTRUCTION TO
MINIMIZE INTERRUPTIONS TO NORMAL OPERATIONS OF THE FACILITY.

4.  ALL PROPOSED INTERRUPTIONS TO OPERATIONS, SERVICES AND EQUIPMENT SHALL BE
REVIEWED WITH AND APPROVED BY THE OWNER PRIOR TO STARTING SUCH WORK.  UNLESS
OTHERWISE APPROVED IN WRITING, ONLY WEEKEND OR EVENING INTERRUPTIONS ON
UTILITIES SHALL BE APPROVED.

5.  CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING EXIT WAYS CLEAR.  WHERE AN EXIT
MUST BE TEMPORARILY BLOCKED, CONTRACTOR SHALL PROVIDE THE REQUIRED
BARRICADES AND DIRECTIONAL SIGNS FOR TEMPORARY EXITING AND SAFETY.

6.  CONTRACTOR SHALL ERECT AND MAINTAIN ALL REASONABLE SAFEGUARDS FOR SAFETY
AND HEALTH INCLUDING POSTING DANGER SIGNS, AND OTHER WARNING AGAINST
HAZARDS, AS WELL AS PROMULGATING SAFETY REGULATIONS.

7.  CONTRACTOR SHALL BE RESTRICTED TO AREAS SPECIFIED BY THE OWNER FOR ON SITE
STORAGE OF CONSTRUCTION MATERIALS.  COMPARTMENT TRAILERS OR SIMILAR
PROTECTIVE STORAGE FACILITIES MAY BE UTILIZE ON SITE TO SECURE ALL EQUIPMENT AND
MATERIALS DURING CONSTRUCTION.  THE CONTRACTOR IS RESPONSIBLE FOR THE
PROTECTION AND SECURITY OF ALL EQUIPMENT AND MATERIALS USED.

GENERAL NOTES CONT.GENERAL NOTES CONT.

EXISTING CONDITIONS
ROOF A: BARREL VAULTED ROOF

NO ROOF CUT WAS PERFORMED, ROOF APPEARS TO BE: (FROM TOP DOWN)
   -  FULLY ADHERED GRANUELATED CAP SHEET
   -  FULLY ADHERED INTERPLY
   -  STRUCTURAL CONCRETE DECK

LEGEND
8.  CONTRACTOR SHALL TAKE CARE TO DISTRIBUTE LOAD OF EQUIPMENT AND MATERIALS ON

ROOF DURING ALL PHASES OF CONSTRUCTION.  CONTRACTOR'S RESPONSIBILITY NOT TO
EXCEED DESIGN LOAD OF EXISTING ROOF STRUCTURE. CONTRACTOR SHALL NOT USE ANY
ROOF AREA OUTSIDE AREA OF THE WORK AND COMPLETED ROOF AREAS FOR STORAGE,
STAGING, OR WORKING.

9.  CONTRACTOR SHALL TAKE CARE NOT TO DAMAGE EXISTING SURFACES AND SHALL BE
RESPONSIBLE FOR RETURNING ALL DISTURBED SOD AND REPAIR ALL DAMAGED AREAS
(MATERIALS, FINISHES, LANDSCAPING, ETC.) TO THEIR ORIGINAL CONDITION. SURFACES
SHALL BE REPAIRED TO MATCH THE EXISTING ADJACENT UNDAMAGED SURFACES.  ALL
PLANTING REPLACEMENTS TO BE GUARANTEED FOR ONE YEAR

10.  CONTRACTOR SHALL MAINTAIN A CLEAN WORK PREMISE AT ALL TIMES AND SHALL CLEAN
CONSTRUCTION SITE OF ALL DEBRIS AT COMPLETION OF THE JOB AND BEFORE FINAL
PAYMENT IS MADE.

11.  ALL DOWN LEADERS SHALL BE INSPECTED, CLEANED, AND FREE FLOWING DURING, AND
UPON COMPLETION OF REROOFING.  CONTRACTOR SHALL BE RESPONSIBLE FOR ALL WATER
INTRUSION AND WATER DAMAGE TO THE BUILDING INTERIOR DURING THE ROOFING
PROCESS

12.  CONTRACTOR MAY UTILIZE AVAILABLE ELECTRICAL POWER AND WATER UTILITIES AT PROJECT
JOBSITE.

13. ALL NEW ROOFING, CRICKETS, INSULATION, UNDERLAYMENT, AND ROOF ACCESSORIES
PROVIDED BY ROOFING MANUFACTURER SHALL BE CONSIDERED A "ROOFING SYSTEM" AND
SHALL BE ENGINEERED TO PROVIDE A F.M. I-90 WIND UPLIFT CLASSIFICATION

14. ALL FLASHING SHALL CONFORM TO MANUFACTURER'S RECOMMENDATIONS, AND COMPLY
WITH RECOMMENDED DETAILS OF NRCA ROOFING AND WATERPROOFING MANUAL AND
ARCHITECTURAL SHEET METAL MANUAL, BY THE SHEET METAL AND AIR CONDITIONING
CONTRACTORS NATIONAL ASSOCIATION, INC. (SMACNA).

15. CONTRACTOR SHALL SEPARATE ALL DISSIMILAR METALS WITH ASPHALT COATING.

16. MODIFIED BITUMEN ROOFING MANUFACTURER TO PROVIDE 20 YEAR NDL WEATHER TIGHT
WARRANTY.

17. CONTRACTOR AND INSTALLER SHALL PROVIDE 2 YEAR WEATHER TIGHT NON PRORATED, NO
PENAL SUM LABOR AND MATERIAL WARRANTY ON NEW ROOFING AND FLASHING SYSTEMS.

18. ALL WORK SHALL COMPLY WITH APPLICABLE OSHA AND E.P.A. REGULATIONS AND
GUIDELINES.

19. ALL WORK SHALL COMPLY WITH THE FLORIDA BUILDING CODE 2010 EDITION.  WHERE
CONFLICTS OCCURE BETWEEN THE CONSTRUCTION DOCUMENTS AND THE CODES, THE
MOST RESTRICTIVE REQUIREMENTS SHALL GOVERN.

20. CONTRACTOR SHALL PROVIDE AN EMERGENCY TELEPHONE NUMBER TO BE REACHED 24
HOURS A DAY, SEVEN DAYS A WEEK, DURING THE ENTIRE PERIOD OF CONTRACT TIME.
THIS TELEPHONE NUMBER SHALL BE PROVIDED AT THE PRECONSTRUCTION  CONFERENCE.

GENERAL NOTES

SLOPE 1:12SLOPE 1:12
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SCALE: 3/16" =    1'-0"

5 RENOVATION ROOF PLAN
A101 0 4' 8' 12'

SCALE: 1 1/2"=    1'-0"

1 CRICKET FRAMING DETAIL
A101 0 6'' 12'' 18''

SCALE: 3"       =    1'-0"

3 V.T.R. DETAIL
A101 0 3'' 6'' 9'' SCALE: 6"       =    1'-0"

4 VENTED SCUPPER THROAT DETAIL
A101 0 1'' 2'' 4''

SCALE: 3"       =    1'-0"

2 SCUPPER W/ COLLECTOR HEAD AND DOWNSPOUT
A101 0 3'' 6'' 9''

NOT TO SCALE

6 VENTED SCUPPER AXON
A101

EXISTING GRANULATED
ROOFING MEMBRANE

CLEANED AND PREPARED,
COAT AS PART OF ALT#1

2 PLY GRANULATED MODIFIED
BITUMEN MEMBRANE

ROOFING TORCH APPLIED
OVER NEW SELF ADHERED

BASE SHEET

P.T. 3/4" PLYWOOD DECKING

P.T. 1"X4" LEDGER BOARDS
FASTENED TO CONCRETE
BARREL VAULT

P.T. 2"X4" FRAMING @ 16" O.C. TOW NAILED TO 1"X4" LEDGER
AND FASTENED ON EACH SIDE WITH GALVANIZED HURRICANE
STRAPS EQUAL OR BETTER THAN SIMPSON STRONG TIE H 2.5
A SEISMIC AND HURRICANE TIE ON EACH SIDE OF FRAMING
MEMBER WITH MANUFACTURER RECOMMENDED FASTENERS,
TO COMPLY WITH FBC 2010 WIND UPLIFT REQUIREMENTS.

IN AREAS NEAR EDGE OF
ROOF WHERE 2"X4" FRAMING

CONTACTS EXISTING ROOF
MEMBRANE IN VALLEY, NOTCH

2"X4" TO ALLOW FOR
VENTING.

EXTEND EXISTING V.T.R.
PIPING TO BE MINIMUM 10"
ABOVE NEW CRICKET.

2"X4" P.T. FRAMING AT 16"
O.C.

P.T. PLYWOOD DECKING

 2 PLY GRANULATED
MODIFIED BITUMEN ROOFING

MEMBRANE TORCH APPLIED
OVER NEW SELF ADHERED

BASE SHEET

MANUFACTURER'S 2 PART
FABRIC REINFORCED
POLYURETHANE LIQUID
APPLIED FLASHING SYSTEM.

PRIME AND PAINT EXPOSED
AREA OF PIPE WITH PREMIUM
ACRYLIC COATING SYSTEM TO
PROTECT FROM U.V.

MANUFACTURER'S 2 PART
FABRIC REINFORCED
POLYURETHANE LIQUID
APPLIED FLASHING SYSTEM.

EXISTING CONCRETE BARREL
VAULT DECK

EXISTING GRANULATED 2 PLY
ROOFING MEMBRANE TO
REMAIN

PREFINISHED ALUMINUM, W/
1" X 2" PERFORATED AREA
FOR VENTING.

2X P.T. BLOCKING, NOTCHED
OR SEGMENTED FOR VENTING

PREFINISHED ALUMINUM
SCUPPER THROAT

2 PLY GRANULATED MODIFIED
BITUMEN MEMBRANE
ROOFING TORCH APPLIED
OVER NEW SELF ADHERED
BASE SHEET

2 PART FABRIC REINFORCED POLYURETHANE LIQUID APPLIED
FLASHING SYSTEM.

EXISTING CONCRETE BARREL VAULT DECK

EXISTING GRANULATED 2 PLY ROOFING MEMBRANE TO REMAIN

PREFINISHED ALUMINUM, W/ PERFERATED AREA FOR VENTING.

2X P.T. BLOCKING, NOTCHED OR SEGMENTED FOR VENTING

PREFINISHED ALUMINUM SCUPPER THROAT

2 PLY GRANULATED MODIFIED BITUMEN ROOFING MEMBRANE
TORCH APPLIED OVER NEW SELF ADHERED BASE SHEET

PREFINISHED ALUMINUM COLLECTOR HEAD AND DOWN SPOUT,
ROUTED BACK TO BUILDING AND ACROSS BUILDING TO
DISCHARGE ON NORTH SIDE OF CONDENSER UNIT.

EXISTING TERMINATION BAR

PREFINISHED ALUMINUM, W/
1" X 2" PERFORATED AREA
FOR VENTING.

PREFINISHED ALUMINUM
SCUPPER THROAT

PREMIUM SILICONE SEALANT

EXISTING BARREL VAULT
ROOF DECK

MANUFACTURER'S 2 PART
FABRIC REINFORCED

POLYURETHANE LIQUID
APPLIED FLASHING SYSTEM.

EXISTING MEMBRANE
ROOFING SYSTEM TO REMAIN

NEW DOWNLEADER TO BE 4" X 4" SQUARE

PREFINISHED ALUMINUM COLLECTOR HEAD AND 4" X 4" DOWN
SPOUT, ROUTED BACK TO BUILDING AND ACROSS BUILDING TO
DISCHARGE ON NORTH SIDE OF CONDENSER UNIT.

1. CLEAN EXISTING MODIFIED BITUMEN MEMBRANE ROOFING SYSTEM THOROUGHLY ALLOW TO
DRY AND PREPARE FOR INSTALLATION OF CRICKETS AND SCUPPERS.

2. INSTALL NEW P.T. 1"X4" LEDGER TO FORM CRICKETS BETWEEN BARREL VAULTS AS
DETAILED.  FASTEN TO THE CONCRETE DECK USING 2" TAPCON FASTENERS AT 8" O.C.
INSTALL P.T. 2"X4" FRAMING AT 16" O.C. BETWEEN 1'X4" LEDGERS.  TOE NAIL FASTEN 2"X4"
FRAMING INTO 1"X4" AND INSTALL GALVANIZED HURRICANE STRAPS EQUAL OR BETTER THAN
SIMPSON STRONG TIE H 2.5 A SEISMIC AND HURRICANE TIE ON EACH SIDE OF FRAMING
MEMBER WITH MANUFACTURER RECOMMENDED FASTENERS, TO COMPLY WITH FBC 2010
WIND UPLIFT REQUIREMENTS.  SCREW FASTEN P.T. 3/4" PLYWOOD DECKING TO FRAMING
USING 2" FASTENERS AT 6" O.C..  PLYWOOD SHALL BE CUT AND BEVELED TO EXTEND TO
BARREL VAULT ROOFING. PRIME PLYWOOD AS RECOMMENDED BY ROOFING
MANUFACTURER.

3. EXTEND/RAISE VTR PIPE TO MINIUM 10" ABOVE NEW ROOF/ CRICKET SURFACE WITH NO
HUB CONNTECTION AND STAINLESS STEEL CLAMP BANDS.  FLASH V.T.R USING ROOFING
MANUFACTURER'S 2-PART FABRIC REINFORCED POLYURETHANE FLASHING SYSTEM.
INSTALL FLASHING PER MANUFACTURER'S RECOMMENDATIONS AND AS DETAILED.

4. INSTALL NEW PREFINISHED ALUMINUM PREFABRICATED VENTED EDGE AND SCUPPER
THROAT AS DETAILED.  SCUPPER SHALL BE FASTENED TO ROOF DECK USING CONCRETE
DRIVE PINS. CONTRACTOR SHALL SEAL THE PERIMETER OF VENT FLASHING WITH PREMIUM
SILICONE SEALANT.  CONTRACTOR SHALL SEAL ROOFING MEMBRANE TO SCUPPER FLANGES
WITH MANUFACTUER'S 2 PART FABRIC REINFORCED POLYURETHANE FLASHING SYSTEM.

5. STRIP GRANULES OF EXISTING GRANULATED MODIFIED BITUMEN ROOFING SYSTEM 12" AT
PERIMETER OF NEW CRICKET DECKING. INSTALL NEW SELF ADHERING TORCH READY BASE
SHEET OVER NEW PLYWOOD CRICKETS AND ONTO EXISTING ROOFING 4" TO ENSURE
PROPER ADHESION TO EXISTING ROOFING SYSTEM.  INSTALL BASE SHEET ACROSS SLOPE
OF CRICKET AND BLIND NAIL HEAD LAPS OF BASE SHEET.  TORCH APPLY NEW CLASS 'A'
GRANUALTED 2 PLY MODIFIED BITUMEN MEMBRANE ROOFING OVER BASE SHEET AND
EXTEND 4" BEYOND BASE SHEET AT PERIMETER OF CRICKET AND FULLY ADHERE ONTO
EXISTING ROOFING SYSTEM.  INSTALL 8" STRIP OF FABRIC RENIFORCED LIQUID APPLIED
MEMBRANE FLASHING ALONG PREPARED EDGE OF FLASHING CAPSHEET.

6.  INSTALL NEW 4" X 6" X 8" PREFINISHED COLLECTOR HEAD AND DOWNSPOUT ON THE
NORTHEAST SECTION OF THE ROOF.  ATTACH DOWNSPOUTS AT TOP, MIDSPAN, AND
BOTTOM.  INSTALL CONCRETE SPLASH BLOCK/ PAD AT DOWNSPOUNT OUTFALL.

7. ADDITIVE ALTERNATE #1 - PREPARE NEW CRICKETS NEW AND EXISTING BARREL VAULT
ROOFING SYSTEM FOR APPLICATION OF COATING SYSTEM.  APPLY ROOFING
MANUFACTURER'S HIGH SRI COOL ROOF COATING SYSTEM OVER THE ENTIRE BARREL
VAULT ROOF, INCLUDING VTR AND EXHAUST FAN FLASHING PER MAUNFACTURER'S
RECOMMENDATIONS.

RENOVATION NOTES

TYP.

+/-

+
/-

BUILDING INFORMATION
WIND DESIGN CRITERIA:
 - ULTIMATE DESIGN WIND SPEED = V-ULT= 120MPH, V-ASD= 93MPH
 - RISK CATEGORY = II
 - WIND EXPOSURE = SURFACE ROUGHNESS B IS IN ALL DIRECTIONS
 - ENCLOSURE CLASSIFICATION = OPEN

TYPE OF CONSTRUCTION: II B
 - NOTE: CONTRACTOR MUST USE FIRE RETARDANT TREATED WOOD IN THE

CONSTRUCTION OF THE CRICKETS.

CLASSIFICATION OF WORK: REPAIRS AND LEVEL 1 ALTERATIONS
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