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I-20 POP-UP ROTOR HEAD
I-35 LARGE TURF ROTOR POP-UP

ISOLATION GATE VALVE, GASKETED

ELECTRIC CONTROL VALVE

GROUND ROD & PLATE

(CAD-WELD CONN.)

#6 AWG

GREEN COPPER

RACK-MOUNT CONTROLLER

120V POWER WIRING

24V WIRING

TO VALVES

GRADE

CONDUIT

ELECTRICAL

ARRESTOR

W/3-WIRE

(BY OTHERS)

EQUIP. RACK

JUNCTION TEE

PVC CONDUIT

CONTROLLER

CONTROLLER)

PROTECTION IN

(IF NO PRIMARY

RAIN SENSOR INSTALLATION

CONTROLLER

WIRELESS SENSOR

POST, FENCE, WALL, ETC.

TYPICAL DEEP WELL INSTALLATION

(INSTALL PER CODES)

ELECTR. EQUIPMENT

(TO PVC MAIN)

3" SCH.40

RELIEF VALVE

2" BRASS

GALV. DISCHARGE

DRIVE

SHOE

BORED HOLE

SUBM. PUMP

(MIN 15' BELOW S.W.L.)

3" SCH. 40

GALV.

DROP PIPE

STATIC WATER LEVEL

6" CASING

WELL SEAL

GALV. UNION

COORDINATE PUMP SELECTION

WITH AVAILABLE POWER ON SITE

GROUND ROD & PLATE INSTALLATION

RUN GROUND WIRE AS STRAIGHT

AS POSSIBLE, WITH NO TIGHT BENDS

CONDUIT

TOP VIEW

SIDE VIEW

#6 (MINIMUM)

SOLID GREEN

COPPER

#6 SOLID

GREEN COPPER

(FURN. W/PLATE)

FINISH GRADE

OR ACCESS BOXES

(AS REQUIRED)

MARKER CAPS

SWEEP

ELL

CONDUIT TO

CONTROLLER

CONNECTIONS

(NO CLAMPS)

CAD-WELD

ENHANCEMENT MATERIAL

"POWERSET" GROUNDING

GROUNDING PLATE

PAIGE 4" x 96" COPPER

10'0"

10'0"

8'0"

5/8" x 10'

COPPER-CLAD ROD

CONTROLLER

(USE CODE DEPTHS, IF GREATER)

TRENCHING DETAIL

VALVE

STEEL

CSV-3B2T

2" CYCLE-STOP

REDUCERS

BLADDER TANK

COMPLY WITH ALL CYCLE-STOP VALVE

MANUFACTURER'S REQUIREMENTS

QUICK COUPLER VALVE
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