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A2.1 1

PROPOSED STRUCTURAL BEAM
AND POST SYSTEM FOR SUPPORTING

NEW MECHANICAL EQUIPMENT -
SEE STRUCTURAL SHEETS

EXISTING EXHAUST VENT
TO BE CAPPED - SEE
MECH. DRWGS.

PROPOSED MECH.
EQUIPMENT - SEE
MECH. DRAWINGS.

2' - 8"

2
A2.1

SF-1
SF-2

14' - 8"

4'
 - 

0"

REMOVE ALL STUCCO FROM
EXPOSED  INTERIOR SURFACES

OF MECH. ENCLOSURE AND
PROVIDE NEW STUCCO FINISH

NEW METAL LOUVER ASSEMBLY

NEW METAL LOUVER ASSEMBLY

REMOVE EXISTING FAN &
INFILL LOUVER OPENING

EXISTING VENTILATION
SHAFT - TO REMAIN - SEE
MECH. DRAWINGS

EXISTING OPENING -
TO REMAIN

PROPOSED MECH.
EQUIPMENT - SEE
MECH. DRAWINGS.

A2.0

3

Sim

EXISTING ROOF
DRAIN

SF-3SF-4

Elevator
Equipment Rm.

1

Elevator Shaft #3
2

Elevator Shafts #1
& #2

3
Telecomm Rm.

4

North Stair
Enclosure

5
NEW 38"W X 54"H
OPENING IN CMU
WALL - SEE STRUCT.
DWGS.

PROVIDE AND INSTALL NEW DOOR CLOSER
(REMOVE EXISTING CLOSER) - CORBIN RUSSWIN
DC3000 SERIES OR EQUAL - ADJUST  TENSION
TO COMPLY WITH SPECIFICATIONS FOR MECHANICAL
PRESSURIZATION.

Roof Deck
99' - 0"

Penthouse Roof
116' - 0"

OPEN

SF-1  - SEE MECHANICAL
DWGS.  FOR TYPE  AND
CURB DETAILS

SF-2  - SEE MECHANICAL
DWGS.  FOR TYPE  AND
CURB DETAILS

V.I.F.

12' - 6"

EQ. EQ. EQ.

4'
 - 

6"
4'

 - 
0"

NEW LOUVERS: RUSKIN
ELF40V (OR APPROVED
EQUAL) - 3 EACH SIDE
TYPICAL

EXISTING CMU ENCLOSURE
- STUCCO ENTIRE INTERIOR
SURFACE WITH POLYMER

BASED FINISH SYSTEM
- FLASH AROUND ALL OPENINGS

ALL CMU SURFACES TO RECEIVE POLYMER STUCCO  FINISH
SHALL BE PREPPED PER MANUFACTURER'S REQUIREMENTS

STUCCO ALL SURFACES
OF CONCRETE BEAM -
BOTH SIDES TYPICAL
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ELEVATOR
HOISTWAYS #1 & #2

ELEVATOR
HOISTWAY #3

CONCRETE
HOISTWAY LID
AND WALLS BEYOND

ELEVATOR MACHINE ROOM
(BEYOND)
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1' - 7"

COORDINATE OPENINGS WITH
STRUCTURAL AND MECHANICAL
DWGS.
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 - 
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EXTEND FLASHING A
MINIMUM OF 4" EACH
SIDE OF OPENING

4"

EXTEND FLASHING A
MINIMUM OF 4" EACH
SIDE OF OPENING

ALL OPENING SIZES SHOWN ARE
APPROXIMATE - COORDINATE WITH

MECHANICAL AND STRUCTURAL
DRAWINGS FOR SIZE AND REINFORCING

CONDITION.

EXTEND FLASHING A
MINIMUM OF 4" EACH
SIDE OF OPENING
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 - 

0"

1' - 6"
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Leon County
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(Bank of America) Stair
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 1/4" = 1'-0"A2.0
1 Roof Deck NORTH

 1/4" = 1'-0"A2.0
3 Penthouse - West Elevation


