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6

NEW GLAZED CURTAIN WALL
ASSEMBLY - SEE ELEVATION
AND FLOOR PLANS FOR
LOCATIONS

NEW COMBINATION, DRAINABLE
ARCHITECTURAL LOUVER.  BASIS OF
DESIGN: RUSKIN ELC6375XD OR APPROVED
EQUAL.  COLOR: DRK. BRONZE
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7 1/2"

NEW MECHANICAL
DUCT AND DAMPER -
SEE MECH. DWGS.
FOR DETAILS

EXISTING
FLOOR BEAM

EXISTING CEILING TO REMAIN
- ALIGN NEW BRAKE METAL TO
SUPPORT EXPOSED EDGE AT
WINDOW HEAD

BRAKE METAL CLOSURE STRIP -
TO MATCH WINDOW FRAME

FACE OF VERTICAL
STRUCTURAL WALL
PANEL - BEYOND

NEW CURTAIN WALL
SYSTEM

SILL PAN - TYP.
EACH FLOOR

SELF - DRAINING
OPERABLE
LOUVER & DAMPER
ASSEMBLY, TYP.
EACH FLOOR
(1 THRU 7) - SEE
MECH. DWGS.
BASIS OF DESIGN:
RUSKIN ELC637DXD
OR APPROVED
EQUAL

SEALANT W/
BACKER ROD -
TYP. ALL JOINTS

NEW CURTAIN WALL
SYSTEM

SEALANT W/
BACKER ROD -
TYP. ALL JOINTS
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SILL PAN - TYPICAL
EACH FLOOR

GLAZED CURTAIN WALL

SELF-DRAINING
OPERABLE LOUVER &
DAMPER ASSSEMBLY,
TYPICAL EACH FLOOR
(1 THRU 7) - SEE MECH.
DWGS.

3' - 0"

TYPICAL DETAIL FOR ONE VERTICAL BAY
ON THE NORTH AND SOUTH ELEVATIONS
WHERE SHOWN ON PLANS

NEW CURTAIN WALL
ASSEMBLY - TYPICAL
EACH OF 8 FLOORS -
ONLY AT LOCATIONS

SPECIFIED ON
FLOOR PLANS

EXIST. CAST STONE HEADER
- TO REMAIN

CAST STONE PANELS
- TYPICAL EACH SIDE
OF GLAZED OPENINGS

CUT EXISTING EXTRUSION
AT STRUCTURAL GASKET

PORTION OF EXTRUSION
TO REMAIN OR REUSED TO
SUPPORT WALL BASE UNDER
NEW WINDOW/LOUVER ASSEMBLY

REMOVE EXIST. STRUCTURAL
GLAZING ASSEMBLY

REMOVE RIGID INSULATION

EXIST. FLOOR SLAB  - TO REMAIN

TO REMAIN

2 7/8"

EXISTING FINISHES -
TO REMAIN

CUT

First Floor
0' - 0"

Second Floor
15' - 0"

Eighth Floor
87' - 0"

4 
3/

4"

COLUMN BEYOND

EXISTING CEILINGS
- TO REMAIN

STRUCTURAL GLAZING
SYSTEM -TO BE
REMOVED

EXIST. 1/4" GLAZING -
TO BE REMOVED

A2.2
10

REMOVE EXIST. RIGID
INSULATION BOARD

EXISTING CEILINGS
- TO REMAIN - OR PATCH
TO MATCH EXIST. - VERIFY
TYPE ON EACH LOCATION
SPECIFIED PRIOR TO BID

EXIST. 1/4" GLAZING -
TO BE REMOVED -
TYPICAL OF ENTIRE
GLAZED SYSTEM WHERE
SHOWN ON PLANS

JAMB EXTRUSION - TO
REMAIN, OR PROVIDE NEW
MATCHING CURTAIN WALL
FRAME

JAMB EXTRUSION - TO
REMAIN, OR PROVIDE NEW
BRAKE METAL CLOSURE STRIP,
MATCHING CURTAIN WALL
FRAME

COLUMN BEYOND

EXIST. CEILING
 - TO REMAIN

EXIST. CAST
CONC. PANEL

CEILING EXTRUSION
AT EXISTING WINDOW
HEAD - TO REMAIN, OR
PROVIDE NEW BRAKE
METAL CLOSURE STRIP
TO SUPPORT CEILING
EDGE

NEW  CURTAIN WALL
HEAD FRAME

7 1/2"3 1/2"

SEALANT AND BACKER
ROD - TYP. EACH SIDE

1" INSULATEAD
GLAZED ASSEMBLY

1"

EXISTING SPECIAL
EXTRUSION - TRIM AS
SHOW

EXISTING FINISHES -
TO REMAIN

NEW SELF -
DRAINING LOUVER &
DAMPER ASSEMBLY,
TYP. EACH FLOOR (1
THRU 7) - SEE
MECH. DWGS.

SILL PAN. - TYP. EACH
FLOOR

SEALANT W/
BACKER ROD -
TYP. ALL JOINTS

NEW CURTAIN
WALL  SYSTEM

CAULK JOINT - TYP.

4 
3/

4"

EXISTING SPECIAL
EXTRUSION - TRIM AS
SHOW

EXISTING FINISHES -
TO REMAIN

SEALANT W/
BACKER ROD -
TYP. ALL JOINTS

NEW CURTAIN
WALL  SYSTEM

CAULK JOINT - TYP.

ANCHORS PER CURTAIN
WALL SYSTEM MFG.

EXISTING SPECIAL
EXTRUSION - TRIM AS
SHOW

EXISTING FINISHES -
TO REMAIN

REMOVE STRUCTURAL
GASKET, SEALANT AND
SHIM

REMOVE EXIST.
STRUCTURAL
GLAZING ASSEMBLY

TO REMAIN

2 7/8"CUT

EXISTING DOOR

NEW NEOPRENE
DOOR SWEEP
BASIS OF DESIGN:
NATIONAL GUARD
PRODUCTS -
MODEL 199NDKB

EXISTING FLOOR
STRUCTURE AND
FINISHES
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Leon County
Courthouse Annex
(Bank of America) Stair
& Elevator
Pressurization

Curtain Wall & Louver
Details

Construction
Documents

27 April 2012
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 1/2" = 1'-0"A2.2
2 Section - Window & Louver

 1 1/2" = 1'-0"A2.2
7 Detail - Louver @ Spandrel Panel

 3/16" = 1'-0"A2.2
4 Typical Window Elevation

 3" = 1'-0"A2.2
10

Existing Sill Detail - Selective
Demolition

 1/2" = 1'-0"A2.2
1

Existing Section - Structural Gasket
Glazing

 3" = 1'-0"A2.2
5 New Head Section - Curtain Wall

 3" = 1'-0"A2.2
6 New Sill Section - Curtain Wall

 3" = 1'-0"A2.2
8 New Jamb Section - Curtain Wall

 3" = 1'-0"A2.2
9

Existing Jamb Section - Selective
Demolition

 12" = 1'-0"A2.2
3

Door Sweep - Typical All Stair Entry
Doors


