
Roof Deck
99' - 0"

Penthouse Roof
116' - 0"

7
A2.1

REMOVE EXISTING LOUVER
AND INFILL WITH CMU

V.I.F.

5' - 1"

V.
I.F

.

6'
 - 

5"

FINISH ENTIRE SURFACE WITH
ACRYLIC STUCCO - PAINT TO MATCH
EXISTING.

INSTALL STUCCO CASING BEAD AROUND
ENTIRE PERIMETER OF NEW STUCCO -
LEAVE 1/4" GAP TO EXISTING.  SEAL WITH
EXTERIOR ACRYLIC LATEX  PAINTABLE
CAULK

EXISTING MECHANICAL PENTHOUSE
ENCLOSURE - TO REMAIN

EXISTING
OPENING

WOOD
BLOCKING

MODIFIED BITUMEN FLASHING AND P.T.
PRE-FORMED CANT CONT.

FOIL-SURFACED SELF-ADHESIVE
FLASHING LAPPED  OVER CURB
FRAME AND 1' AROUND ENTIRE

PERIMETER OF CURB

DELEGATED DESIGN
FOR CURB - SEE MECH.

PLANS AND
SPECIFICATIONS.

min.
1' - 0"

m
in

.

8"

EXISTING ROOFING

LAP LAYERS OF MODIFIED
BITUMIN ROOFING FROM EXIST.

ROOF UP AND OVER CANT

MTL. CAP
FLASHING

MECH. UNIT
COUNTERFLASHING
(COORD. W/ UNIT
INSTALLATION
INSTRUCTIONS)

PROPOSED
STRUCTURAL
BEAM MECH.
EQUIPMENT
SUPPORT

EXIST. ROOFING &
FLASHING - TO REMAIN

FLASHING ABOVE ALL
PENETRATIONS

REMOVE ALL STUCCO
FROM EXPOSED
INTERIOR SURFACES
OF MECH. ENCLOSURE
AND PROVIDE NEW
STUCCO FINISH

ELEVATOR
SHAFT

SEE STRUCTURAL DWGS.
FOR BOLTED PLATE
CONNECTIONS

Roof Deck
99' - 0"

H
AN

D
R

AI
L

3'
 - 

6"

AP
P R

O
X

. V
. I.

F.

5'
 - 

1 
1/

2"

C
LE

AR
 T

O
 B

.O
. B

EA
M

4'
 - 

0"

METAL SHIPS LADDER
& GUARDRAIL ASSEMBLY-
W/ 1-1/2" DIA ALUMINUM
PIPE HANDRAIL - 6"X2"
ALUM. EXTRUDED
CHANNEL STRINGERS

FASTEN LADDER TO
PLATFORM BASE
ACCORDING TO MANUF.
REQUIREMENTS

75
.00

°

TY
P.

12
" M

AX
.

PLATFORM DECK -
SEE STRUCT. DWGS.
FOR DETAILS

STRUCTURAL BEAM
FOR MECH. EQUIPMENT -
SEE STRUCT. DWGS.

STUCCO FLANGE
CASING BEAD
AROUND PERIMETER
OF BEAM CONNECTIONS
(TYP.)

REMOVE ALL STUCCO
FROM EXPOSED INTERIOR

SURFACES OF MECH.
ENCLOSURE AND PROVIDE

NEW STUCCO FINISH

WD BLOCKING

STEEL POST BASE PLATE
- SEE STRUCT. DWGS.

 FOR DETAILS

EXISTING ROOFING

LAP AND TORCH 2 NEW LAYERS
OF MODIFIED BITUMIN ROOFING

OVER LEAD FLANGE TO FORM
TIGHT SEAL

m
in

.
0'

 - 
8"

MIN.

5"

CONT. LEAD BOOT
& PAN

MASTIC

LEAD  FLANGE W/
TIGHTENING STRAP

STEEL POST FOR MECH. EQUIP.
SUPPORT - SEE STRUCT. DWGS.

Roof Deck
99' - 0"

Penthouse Roof
116' - 0"

V.I.F.

12' - 6"

EQ.EQ.EQ.

B.
O

. L
O

U
VE

R

4'
 - 

0"

OPEN

EXISTING
VENTILATION
SHAFT - TO
REMAIN - SEE
MECHANICAL
DRAWINGS

V
.I.

F.

17
' -

 0
"

LO
U

VE
R

4'
 - 

6"

A2.1
4

REMOVE ALL STUCCO FROM
EXPOSED INTERIOR

SURFACES OF MECH.
ENCLOSURE AND PROVIDE

NEW STUCCO FINISH

EXIST. MECHANICAL ENCLOSURE - OPEN TO ABOVE

EXISTING
STAIR TOWER -

TO REMAIN - SEE
MECHANICAL
DWGS. FOR

VENTILATION
REQUIREMENTS

EXISTING EXHAUST VENT
TO BE CAPPED - SEE MECHANINCAL
DWGS.

2
A2.1

MECH. EQUIPMENT
PLATFORM - SEE
STRUCTURAL DWGS.
(DASHED LINES)

NEW LOUVERS: RUSKIN
ELF40V (OR APPROV.
EQUAL) - 3 EACH SIDE -
TYPICAL

AB
O

VE
 R

O
O

FI
N

G

4'
-0

" M
IN

.

SF-2  - SEE MECHANICAL
DWGS.  FOR TYPE  AND

CURB DETAILS

7'
 - 

4"
9'

 - 
8"

17
' -

 0
"

8'
 - 

6"

15
' -

 5
"

Elevator
Equipment Rm.

1

Elevator Shafts #1
& #2

3

SF-2

A2.1
6

PROPOSED MECH.  DUCT
WITH GASKET, FLASHING,
AND COUNTERFLASHING
- TYPICAL AT ALL
LOCATIONS

MTL. FLASHING ABOVE
ALL PENETRATIONS

ELEVATOR
SHAFT

8"
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Leon County
Courthouse Annex
(Bank of America) Stair
& Elevator
Pressurization

Penthouse Sections &
Elevations

Construction
Documents

27 April 2012

12062 KAS
RRB

 1/4" = 1'-0"A2.1
1 Penthouse - South Elevation

 1" = 1'-0"A2.1
3

Roof Detail - Typical Curb @
Opening

 1" = 1'-0"A2.1
4

Detail - Beam Connection & Stucco
Finish

 1/2" = 1'-0"A2.1
2 Section - Ships Ladder

 1" = 1'-0"A2.1
5 Roof Detail - Lead Boot @ Posts

 1/4" = 1'-0"A2.1
7 Section - Existing Penthouse

 1" = 1'-0"A2.1
6 Detail - Duct Penetration Flashing


